WELDING EQUIPMENT
Regulator & Cutting Torch

“Product quality and safety quaranteed”

ACETYLENE PROPANE
Model OXYGEN ACETYLENE PROPANE
ARO201-7M ARA201-1.4M ARG201-3.5M
Max. Inlet Pressure 250 BAR 40 BAR 30 BAR
Delivery Pressure 0-15 BAR 0-1.5BAR 0-2 BAR
Inlet Connection G5/8’-14R G5/8”-14L G5/8”-14L
Outlet Connection M16x1.5-L M16x1.5-L M16x1.5-L
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Model ATI601 A25 " ATa2
Head 90 90

Lenght 500MM 460MM
Weight 766G 605G

Inlet Thread BSP-3/8RL M16*1.5RL
Cutting Capacity 8MM-50MM 10MM-30MM

Tip Type PNME/ANME ST-8NX/ACE
Material Full Brass Chrome-Plated Brass
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Thickness
70-100mm.

ACETYLENE ACT 42-8 PROPANE ACT 42-8 ACETYLENE ACT A-25

ITEM SPECIFICATIONS  CUTTING THICKNESS ~ ORIFICE ‘OXYGEN PRESSURE BAR. GAS PRESSURE BAR
ST-25 Propane Y
PNME-1 3/64" 5-12mm 12 025-035 . 005
PNME-2 1/16" 10-75mm 1.6 0.30 - 0.40 0.1
PNME-3 5/64" 70-100mm [ 7] .. 035-045 0 0.1
ST-8NX 1# 1-5mm . 0 07 C 02:03 0.05
2# 5-10mm 0.9 0.25-035 0.05
3# 10-30mm‘ . 011 03-04" . 01
ST-8AC 1# 1- A /4 : 0.05
2# 5-10mm 0.9 0.25-0.35 0.05
3# 10-30mm 11 4. 03-04 0.1

MD-716
Nozzle : 1.3mm
Tabung : 400ml
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