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RENERETNARE MMYX EFRIES MORRIS

MACHINERY & TOOLS

MMX-3200S

MMX-40005

SPECIFICATONS :
| MopEL 0000 0 |MmX3200S [ MMX4000S | MMX7000S | MMX8000S |
Engin type Single cylinder, 4-stroke, Forced air sooling, OHV
Displacement (cc) 163 196 389 420
Max. Quput 4.1 kW | 4.8 kW ‘ 9.6 kW | 11 kW
Igniting System Transistor magneto
Starting System Recoil / Electric
Fuel Volume (L)
Continuous Operating Time (h)
Min. Fuel Consumtion n (g/kw.h)
Noise Level (dB)
Lube. Oil Capacity
A.C.Frequency (Hz)
GENERATOR A.C.Output Voltage (V)
Max. A.C.Output (kVA)
Length (mm)
GENERATOR Width (mm)
SET Height (mm)
Net Weight

ENGINE
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SPECIFICATIONS

MORRIS

MACHINERY & TOOLS

SINGLE PHASE
TYPE MS-10 MS-15
Volt/Phase/Freq 220V / 1Phase / 50Hz 220V / 1Phase / 50Hz
Generator | Standby Amps 29Amps 43Amps
Ratings [ Standby Ratings 11kva 15kva
Prime Ratings 10kva 15kva
General | Rated Speed 1500rpm 1500rpm
Engine Brand-model SL2100ABD SL2100ABD
Engine Max. Output 16kW 16kW
_ Number Of cylinders 2 A ik
Engine  "Cyfinder arrangement Inline Inline
%1?': Type of air intake Air Aspirated ~ AirAspirated
Type of cooling Water -cooled Water -cooled
Bore*Stroke 100*117mm 100*117mm.
Speed control Mechanical Mechanical
Fuel Tank Capacity 36L N 4 %L o
Fuel system| Full load SFC(G/KW/.H) <246.2 <246.2
Oil sysytem | Oil consumption rate <163 N , <163
Electric | Voltage of electric system 12V 12V
sysytem | Type of battery Lead acid type _Lead acid type
Model DE 1648 DE164B
Prime power 10kW b W 13kW
Excitation type Brushless self-excitation Brushless self-excitation
Voltage regulator type Automatic Voltage Regulator . Automatic Voltage Regulator
Alternator AVR Model SX460 -_— SX460
Technical [ -2 Stotom - — oo
Data Overspeed 2250RPM b p— 2250RPM
Number of Pole 4 4
Winding leads 12 / 7 & . 12
Insulation class H H
Drip proof P23 o a P23
Voltage regulation 1% 1%
Total harmanics (TGH/THC) atno load <1.5%:0n load <2% at no load <1.5%-on load <2%
Wave form: NEMA=TIF <50 <50
Wave form: 1.E.C=THF 4 ) AR e <2%
Bearing Single Single
Coupling 4 \ Direct
Dimension (LxWxH) 1600 x 800 x 1100mm 1600 x 800 x 1100mm
Weight (Kgs) . 630Kgs

THREE PHASE

TYPE MST-10 | MST-15 | MST-25 | MST-30 | MST-40 | MST-50 | MST-60 | MIST-100 | MST-125 | MST-150 | MST-200 | MST-250
Volt/Phase/Freq 380V / 3 Phase / 50Hz
Generator | Standby Amps 17 25 42 50 63 63 105 167 209 250 334 418
Ratings Standby Ratings (kVa) 11 15 215 33 42 55 69 110 137 165 220 275
Prime Ratings (kVa) 10 15 25 30 40 50 62.5 100 125 150 200 250
General | Rated Speed 1500rpm
Engine Brand-model SL2100ABD | N4100DS-30 |N4105Ds46] N4105ZDS | R4105BZLDS|R6105AZLDS| R6105BZL0S | 6126-68D [ 6126-42D
Engine Max. Output 16kW 30kW 46kW 56kW 100kW [ 121kW | 132kW | 187kW [231kW
) Number Of cylinders 2 4 6
Engine i :
Basi Cylinder arrangement Inline
Daastlac Type of air intake Air Aspirated | Natural Aspirated lTurbu&imercuoler|NaturaIAspiraled| Turbo & inter cooler
Type of cooling Water-cooled
Bore*Stroke 100x117mm | 100x115mm | 105x120mm |105x125mm|105x130mm| 105¢135mm | 126xt30mm |
Speed control Machanical
Fuel tank capacity 36L | 36L 80L 80L 101L | 127L | 127L 195L 150L 301L 434L ] 489L
Fuel system | Full load SFC(G/KW/.H) <246.2 <245 | £251 | £230 <225 <225 <218 <231 <215
Oil sysytem | Oil consumption rate <1.63g/KW.H | 8.9L/H [ 9.1L/H |12.7L/H 15.2LIH|15<2ngW,H 25.9L/H [<2.04g/KWH] 36.7LH 48.4LH I 59.8LH
Electric | Voltage of electric system 12V 24V
sysytem | Type of battery Lead acid type
Mode! DE164B | pE1gaF | 184G | 184G | 224D 224 | 27aF | 274D | 27aF | 274H | 274K
Prime power 10kW [ 13kwW | 20kw | 26kw [ 33kW [ 44kW 55kW | 80kw [ 11okw | 120kW [ 160kW | 200kW
Excitation type Brushless self-excitation
Voltage regulator type Automatic Voltage Regulator
AVR Model SX460 I 5X480
Power factor (Cos) 1Cos
Altitude <1000m
Overspeed 2250RPM
Alternator Number of Pale 4
. Winding leads 12
Technical Insulation class H
Data Drip proof P23
Voltage regulation 1%
Total harmonics (TGH/THC) at no load <1.5%-on load <2%
Wave form: NEMA=TIF <50
Wave form: 1.E.C=THF <2
Bearing Single
Coupling Direct
Dimension (LxWxH) 1600x800x1100mm _| 2000x850x1200mm [ 2200x900x1270mm ]2550)(115Ux1550mm|3000:1|30:15uﬂmm| 3100¢T1EQ¥ 600 |1250x135tlﬂ§5£lmm 53500000
Weight (Kgs) 630Kgs ] 970Kgs | 990Kgs | 1000Kgs | 1230Kgs | 1630Kgs | 1830Kgs | 2030Kgs | 2430Kgs [ 2540Kgs |
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