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FOGGING MACHINE

Model MSM-80K
Volume of solution tank 13L

Volume of oil tank 1.8L

Spraying capacity 100 L/H - 110 L/H

Oil consumption 3.2L

Start mode Hand start or electric start
Dimension (mm) 1230 x 315 x 370

Net weight 8 Kg

Gross weight 13 Kg

W Engine power -
Engine full speed
S,

v 10 T RIREENS
. 450-650r/min -

36
25hour
umping stroke “40-65mm
Forward speed 13mm
Bottom plate size 330 x 290mm
Operation weight 80Kg
Packing weight 85Kg
Packing size 790 x 480 x 1150mm

TAMPING RAMMER !

Engine Honda-GX160

Model MRM-80H

Engine power 5-6HP
Engine full speed 3600rpm
Engine speed idle 1450rpm
Clutch engagement 2000rpm
Spark plug F7RTC
Cylinder head 8.0-9.7bar/psi
Impact force 10000N
Percusion rate 450-650r/min
Tank capacity 3.6L
Running time 2.5hour
Jumping stroke 40-65mm
Forward speed 13mm
Bottom plate size 330 x 290mm
Operation weight 80Kg

Packing weight

85Kg
Packing size” 790 x 480 x 1150mm

Ringan & mudah digunakan v
Penggunaan banan bakar irit v
Tidak meninggalkan residu minyak +*

Efektif digunakan untuk membasmi +v*
hama & nyamuk, untuk jangkauan luas
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MSM-42B
6L
1.6L
24 L/H - 42 L/H
18L

Hand start or electric start

1250 x 250 x 368
.5 Kg
11 Kg

BARANG UMUM
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