best innovatien
fdr a better life

MACHINERY & TOQ

ORRIS" MMA160) |

MMA INVERTER MOSFET _
Type MMA-120 MMA-160 MMA-200 MMA-250
Supply voltage 220V
Frequency 50/60Hz
=== Phase 1 Phase
— Rated input current 17A 23A 28A 32A 32A
- =0 =e Output current adjustment 20-120A 20-160A 20-200A 30-250A 30-250A
Rated output voltage 24.8V 26.4V 28V 28V 28V
. @ © No-load voltage 65V 65V 68V 68V 68V
¢ O Power Factor 0.93cos 0.93cos 0.93cos 0.93cos 0.93cos
s No-load loss 30W 30W 30W 40W 40W
Rod diameter 2.0-3.2mm 2.0-3.2mm 2.0-4.0mm 2.0-45.0mm 2.0-45.0mm
Weight 6.5Kg 9Kg 9Kg 12Kg 19Kg
Dimension 270x112x185mm  371x153x232mm 371x153x232mm.  530x310x360mm  580x320x420mm

MMA IGBT SERIES
Type IGBT-120E IGBT-1201 IGBT-140A IGBT-160E IGBT-1601I IGBT-200A IGBT-400H IGBT-4001I
Supply voltage 160-250V 220V 220V 160-250V 220V 220V 380V 380V
D — esrocmeraveones Phase 1 Phase 1 Phase 1 Phase 1 Phase 1 Phase 1 Phase 3 Phase 3 Phase
‘M i % ' Erquqncy 5?-/56222 5?-/56222 5%362:2 53663:2 53663:2 SOQg(/)\HZ SOég(/)\Hz 50/60Hz
- i ated input current d d y i i
| ﬁ Input capacity (KVA) 35 5
A 7\’\ No-load voltage 65V 65V 65V 65V 65V 65V 79V 79V
- / Rated work voltage 22.8V 22.8V 23.6V 24.4V 24.4V 26V 26V 31.2v
» / Current range 20-120A 20-120A 20-140A 20-160A 10-160A 20-200A 20-400A 20-280A
Protection grade 0.93cos 0.93cos 0.93cos 0.93cos 0.93cos
e Rated duty cycle 60 35% 35% 60 35% 35% 60% 60%
Efficiency 85 85
S s Class of insulation F F
Power factor (Cos) 0.93 0.93
Cool type Fan Fan
Electrode (mm) 1.6-2.5 1.6-3.2
Rod diameter 1.6-2.5mm 1.6-3.2mm 1.6-3.2mm 2.0-4.0mm 2.6-5.0mm 2.6-5.0mm
Class of protection P21 P21 P21
Weight 5Kg 4Kg 5.5Kg 6Kg 4,5Kg 6.4Kg 26.2Kg 26.2Kg
Dimension 270x112x185mm  340x190x240mm 270x112x185mm  340x190x240mm  540x270x440mm  450x230x440mm

TIG INVERTER ARC

Type TIG-160 TIG-200 TIG-220 AC/DC TIG-315 AC/DCP
Supply voltage 220V 220V 220V 380V
Frequency 50/60Hz 50/60Hz 50/60Hz 50/60Hz
Phase 1 Phase 1 Phase 1 Phase 1 Phase
Rated input current 15A 19A TIG:26A ARC:39.5A TIG:13.7A MMA:16A
Rated output current 10-160A 10-200A TIG:10-190A MMA:30-185A  TIG:10-315A MMA:10-270A
Rated output voltage 16.4V 18V TIG17.6V  ARC:27.4V TIG:226V  MMA:30.8V
No-load voltage 45V 50V 56V 60V

Duty cycle 60% 60% 60% 60%
Efficiency 85% 85% 80% 80%

Power factor (Cos) 0.93 0.93 0.73 0.73
Weight 10Kg 10Kg 25Kg 45Kg
Dimension 371x153x132mm  371x153x232mm 371x153x232mm 810x352x605mm

MIG/MAG INVERTER ARC

Type NBC-200 NBC-350 NBC-500
Input voltage 220V 380V 380V
Frequency 50/60Hz 50/60Hz 50/60Hz
Phase 1 Phase 3 Phase 3 Phase
Rated input current 12A 15A 30A
No-load voltage 58V 58V 67V
Output voltage range 15-30V 15-40V 15-50V
Current range 40-200A 60-350A 60-500A
Rated welding current 200A 350A 500A
Efficiency 89% 89% 89%
Rated duty cycle 60% 60% 60%
Weight 29Kg 62Kg 73Kg
Dimension 520x300x500mm  628x332x620mm  658x332x620mm
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PLASMA CUTTING INVERTER

Type

Power supply
Frequency

Phase

Rated input

No-load voltage
Output current range
Rated output voltage
Power factor (Cos)
Duty cycle

Max. cutting thickness
Weight

Dimension
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MMA DC TRANSFORMER

Type . ZX5-400
Supply voltage 380V |
Frequency S50Hz T
Phase 3 Phase
Rated welding current 400V |
Working voltage 36V
Output current range 40-400A |
No-load voltage 68-72V
Rated duty cycle 60% /
Rated input power 30kVA

/Rated input current 36.5A
Class of insulation F

Cable specifications 6mm
Weight 91Kg s
Dimension 580x480x980mm

LG-40 LG-60 LG-80 ‘?g%S" ’ .
220V 380V 380V ™ v g .
50/60Hz 50/60Hz 50/60Hz 50/60Hz o \ﬁ: ——
1 Phase 3 Phase 3 Phase 3 Phase R — S ——
SkVA 9kVA 11kVA 17kVA —— S
230V 236V 240V 270V —_— \"ﬂ =
10-40A 20-60A 20-80A 20-100A § % 2
100V 120V 120V 130V — 0 S —
60% 60% 60% 60% e == A
85% 85% 85% 85% & = //«/‘
12mm 20mm 25mm 30mm 4 J
10.2Kg 19Kg 23Kg 36.5Kg ‘J y a e
371x163x234mm  483x205x311mm  483x205x311lmm  524x332x473mm 3 < £
g .
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KLG PLASMA CUTTING
(= KLG 120 Type KLG-120 KLG=160 * . KLG-200 KLG-300
Power supply 220V 380V 380V 380V
| Frequency '50/60Hz 50/60Hz 50/60Hz 50/60Hz
DLASIACUTNGICRE Phase 3 Phase 3 Phase 3 Phase 3 Phase
ARPUSRGTIERERES Rated input STskvA TokVA 11kVA 17kVA
4 - No-load voltage 240-300V 240-300V 240-300V 240-300V
Output current range 140A w 160A 200A 300A
Rated output Voltage 120-140V 120-140V 120-140V 120-140V
Duty cycle - 60% XY s 0% 60% 60%
Air pressure 0.2-0.3Mpa 0.2-0.3Mpa 0.2-0.3Mpa 0.2-0.3Mpa
Max. cutting thickness ~ 40mm. mm 65mm 80mm
Weight - 270Kg 305Kg 306Kg 350Kg
Dimension A ™ 1150x640x&50mm 1150x640x850mm  1300x750x1000mm  1300x750x1000mm
MMA AC TRANSFORMER
Type ) MW-250A MW-300A MW-400A MW-500A
Power supply 220V/380V 220V/380V 220V/380V 220V/380V
Frec1uency W 50/60Hz 50/60Hz 50/60Hz 50/60Hz
oad voltage 70V 78V 76V 76V
Rated output voltage 30V 32v 36V 40V
Output current range 80-250A 80-300A 80-400A 100-500A
Rated welding current 250A 300A 400A 500A
Duty cycle 20% 35% 35% 40%
Protection class 1P21S 1P21S 1P21S 60%
Efficiency 85% 85% 85% 85%
Insulation grade F F F F
Weight 67Kg 81Kg 103Kg 124Kg
Dimension 480x350x550mm  530x390x590mm  560x390x620mm  610x430x700mm
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ZX6-400 ¢
380V
— MR-36H AWS Ec013
400
_ Size 2 |2 | 3. | 4.
128_‘7‘83/\ - Approved by CCS.LR.ABS. DNV.GL.NK. BV. CWB
35% V C <0.10
v Mn 0.32-0.55
2z Si <0.30
H W S <0.03
e —— — P <0.035
kg == Rm(N/mm2) 2430
X Rel(N/mm2) >330
580x480x980mm A A% —
¥ B KV, (JX0°C) =47
Weight 20Kg/Dos
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