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Disc Diameter Z1100mm
Rated Voltage 220V
Frequency 50Hz
Input Power S57T0W
No load Speed 13000r/min
Weight 1.5Kg
MG-125
Wax. Wheel Diameter #A125mm
Rated Voltage 220V
Frequency 50Hz
Power 1/4HP
No Load Speed 2960r/min
Weight 7Kg

ELECTRIC DRILL
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Voltage 220V
Power 300W
Frequency 50Hz
Speed 0-3000r/min
Capacity Steel 10mm
Capacity Wood 18mm
Weight 1.6Kg

ANGLE GRINDER

MAG-100B

MAG-100VR

GRINDING POLISHER
MGP-120
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Disc Diameter £/100mm
Rated Voltage 2207
Frequency 50Hz
Input Power BS0W
No load Speed 11000r/min
Weight 1.5Kg

BENCH GRINDER

MG-150
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Max. Wheel Diameter B 150mm
Rated Voltage 220V
Frequency 50Hz
Power 1/3HP
No Load Speed 2960r/min
Weight 9Kg

CORDLESS DRILL
MCD-107

n

Battery 1211 .5hx2
Max.Screw Diameter Fmm
Max. Torque T00M.M
No-load Speed 0-2400 rpm
Impact Rate 0-3000 impact/min

Drill Capacity Steel 10mm, Wood 25mm
Weight 1Kg

Disc Diameter & 100mm
Rated Woltage 220V
Frequency 50Hz
Input Power 850W
Mg load Speed 11000r{min
Weight 1.8Kg
MG-200
Max. Wheel Diameter £ 200mm
Rated Voltage 220V
Frequency 50Hz
Power 1/2HP
No Load Speed 2860r/min
Weight 12Kg

JACK HAMMER
MGJH-2850

Max.Power 1.45kW
Max. Torque | 2 8N+m
Fower Speed 1 6500r/min
Torque Speed L -_4_ 5000r/min
Fuel Us Up Rate § 0.6LMN
Impact Number |. 700-1500min
Impact Energy gt 25-55.
Engine Type 1cylinder, 2 Stroke
Tank Capacity 121
Displacement 51.7CC

Weight 17 5Kg
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Rated Voltage 220V
Frequency 50Hz
Input Power 1400W
Rated Speed 690-3800r/min
Whee Size 120 x 100mm
Weight 5Kg
MDG-25
“'“\“."“-H-h"\/'/l:;-'-""

== NEW

Input Power 400W
Rated Voltage 220V
Frequency 50Hz
Colet Capacity 25mm
No Load Speed 27000r/min
Weight 2.2Kg

CORDLESS ROTARY HAMMER

MCH-26EC

s

Voltage

Max Hole Concrete 18mm

Max Hole Steel 13mm

Max Hole Wood 30mm

No Load Speed 0-1100rpm

Impact Times 0-4900rpm

Weight 4.7Kg



ROTARY HAMMER

MRH-26DRE
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Diameter Of Bit 7 26mm
Rated Voltage 220V
Frequency S50Hz
Input Power 820W
Na Load Running 0-1100r/min
Blow Per Minute 0-4000r/min
Impact Energy 3.0d
Weight 2.7Kg

MCM-180

Max. Wheel Diamater £ 180mm
Rated Voltage 220
Frequency 50Hz
Input Power 1200W
No Load Speed 5200r/min
Weight 5.2Kg
MITTER SAW
MMS-190
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Rated Input Fower S00W
Rated Voltage 220-240V
Frequency S50Hz
Rated No-load Speed 5500/min
Blade Size 190mm x 30mm x 24T
Cutting Capacity 110 % S0mm
Weight 5.5Kg

ELECTRIC CHAIN SAW STAND
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Diameter Size 16"
Chain China
Net Weight 1.7Kg
Gross Weight 1.8Kg

# Chain Auto Adjust
# Mo Need Assemble
# Strong & Afficient

MRH-32DRE
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Diameter Of Bit @ 32mm
Rated Voltage 220V
Frequency 50Hz
Input Power 1050W
Mo Load Running 0-1300r/min
Blow Per Minute 0-5100r/min
Impact Energy 3.04
Weight 2.7Kg

CUT OFF MACHINE
MCM-405

1 Phase

MCM-355

Max. Wheel Diamater 2 355mm
Rated Voltage 220V
Frequency 50Hz
Input Power 2000w
Na Load Speed 3800r/min
Weight 16Kg
MCS-52 TLC

Engine : TOPWE
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Machine Capacity 52 CC
Qil Capacity 0.250L
Bar Length 20"
Bar Type Laser
Power 2.2kW
Chain China
Weight 6.8Kg

'ELECTRIC CHAIN SAW
MEC-1300

Rated Input Power 1300W
Rated Voltage 220V
Rated Frequency 50/60Hz
Guide Bar Length 405mm
Chain Speed Per Min 400m/mm
Weight BKg

DEMOLITION HAMMER'
MDH-15MJ
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Rated Voltage 220V
Frequency 50Hz
Rated Power Input 1100W
Blow Per Minute 3500 impact/min
Impact Energy 154
Weight 5.3Kg

Max. Wheel Diamater £ 400mm
Rated Voltage 220V
Frequency 50Hz
Input Power 2200w
NoLoad Speed 3B00r/min
Weight 56Kg
CHAIN SAW
MCS-58 HNC

Engine : HUALONG
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Machine Capacity 58 CC
Oil Capacity 0.25L
Bar Length 22!
Bar Type MNormal
Power 2.2kw
Chain China
Weight TKg
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MDH-50MJ
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Rated Voltage 220V
Freguency 50Hz
Rated Power Input 1400W
Blow Per Minute 1400 impact/min
Impact Energy 504
Weight 12.5Kg

MCM-405

3 Phase

Max. Wheel Diamater I 400mm
Rated Voltage 3sov
Frequency 50Hz
Input Power 22000
Mo Load Speed 3800r/min
Weight 56Kg
MCS-58 WLO

Engine : WARBLO
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Machine Capacity 58 CC
Oil Capacity 0.25L
Bar Length 2o
Bar Type Laser
Power 2.2k\W
Chain Oregon
Weight 7Kg

ELECTRIC SANDER

MES-100T

Rated Input Power 135w
Rated Voltage 220V
Rated Frequency 50/60Hz
MNo-load Speed 10000rpm
Weight 1.3Kg

MES-200R
e
Rated Input Power 200W
Rated Voltage 220V
Rated Frequency 50/60Hz
MNo-load Speed 10000rpm
Weight 1.6Kg



ELECTRIC PLANER
MEP-500IT
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Rated Voltage 220V
Freguency 50/60Hz
Input Power 560V
MNo-load Speed 16700rpm
Planing Width 82mm
Planing Depth 0-1mm
Rabeting Depth 0-7mm
Weight 2.6Kg

HEAT GUN

Rated Voltage 220V
Freguency 50Hz
Input Power 20000
Temperature B0-600C
Blast Capacity 250-500L/min
Weight 0.9Kg
MMD32B-2

Twist drill B 32mm
Rated Power 2000W
Voltage 220
Rated Speed 140r/min
Attraction of Magnet 18000M
Weight 51Kg

POLISHER

MP-180

Rated Voltage 220V
Frequency 50/60Hz
Input Power 12000
Max Wheel Diameter 180mm
Rated Speed 1000-3600rpm
Weight 3.6Kg

Twist Drill #23mm
Rated Power 1000W
Voltage 220V
Rated Speed 300r/min
Attraction of Magnet 13000N
Woeight 27Kg

MGP-180
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Rated Voltage 220V
Frequency 50/60Hz
Input Power 900W
Max Wheel Diameter 180mm
Rated Speed 600-2000rpm
Weight 2.1Kg

MAGNETIC DRILL

MMD23B-2

HEAT GUN
MHG-866B

Rated Voltage 220\
Freguency H0Hz
Input Power 1800W
Temperature 60-600C
Blast Capacity 250-500L/min
Weight 0.9Kg
MMD28-2

Twist Drill & 23mm
Rated Power 1100W
Voltage 220V
Rated Speed 350r/min
Attraction of Magnet 13000N
Weight 23Kg

MAGNETIC DRILL

MMD3175
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TAP r ¥

CORE i DRILL! E \

Input Power 1800W
Voltage 220V
No Load Speed 200-600r/min

Max. Travel 190mm
Driiling Capacity Twist Drill  31.75mm
Driiling Capacity Tapping 22mm
Driiling Capacity Core Drill  55mm

TAMPING RAMMER

Engine China-DK168F-3-G

Engine Power 5-6HP
Engine Speed full 3600pm
Engine Speed idle 1450rpm
Clutch Engagement 2000rpm

Spark Plug F7RTC
Cylinder Head 8.0-9.7bar/psi
Impact Force 10000N
Percusion Rate 450-650r/min
Tank Capacity 3.6L

Running Time 2.5hour
Jumping Stroke 40-65mm
Forward Speed 13mm
Bottom Plate Size 330 x 290mm
Operation Weight 80Kg
Packing Weight B5Kg

Packing Size 790 x 480 % 1150mm

Twist drill 2 28mm
Rated Power 1200W
Voltage 220V
Rated Speed 550r/min
Attraction of Magnet 15000N
Weight 23Kg
("ACCESORIES TAPPING )

\_ 5'/6"- 8710"12"1147/16" J

Frequency 50/60Hz
Magnetic Adhesion 15000N
Spindle Conecting Thread Mk3

Measurement 41074807195mm
Nett Weight 23.8Kg
Gross Weight 25Kg

MRM-80H
Engine Honda-GX160

Engine Power 5-6HP

Engine Speed full 3600rpm
Engine Speed idle 1450rpm
Clutch Engagement 2000rpm

Spark Plug F7RTC
Cylinder Head 8.0-9.7bar/psi
Impact Force 10000N
Percusion Rate 450-650r/min
Tank Capacity 3.6L

Running Time 2.5hour
Jumping Stroke 40-65mm
Forward Speed 13mm
Bottom Plate Size 330 x 280mm
Operation Weight BOKg
Packing Weight BSkg
Packing Size 790 x 480 x 1150mm
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