TAMPING RAMMER

MRM-80H

Engine Power
Engine Speed full
Engine Speed idle
Clutch Engagement
Spark Plug
Cylinder Head
Impact Force
Percusion Rate
Tank Capacity
Running Time
Jumping Stroke
Forward Speed
Bottom Plate Size
Operation Weight
Packing Weight
Packing Size

MRM-80C

Engine Power
Engine Speed full
Engine Speed idle
Clutch Engagement
Spark Plug
Cylinder Head
Impact Force
Percusion Rate
Tank Capacity
Running Time
Jumping Stroke
Forward Speed
Bottom Plate Size
Operation Weight
Packing Weight
Packing Size

Engine China-

Engine Honda-GX160

5-6HP
3600rpm
1450rpm
2000rpm
F7RTC
8:0-9.7bar/psi
10000N
450-650r/min
3.6L

2.5hour
40-65mm
13mm

330 x 290mm
80Kg

85Kg

790 x 480 x 1150mm

DK168F-3-G

5-6HP
3600rpm
1450rpm
2000rpm
F7RTC
8.0-9.7bar/psi
10000N
450-650r/min
3.6L

2.5hour
40-65mm
13mm

330 x 290mm
80Kg

85Kg

790 x 480 x 1150mm
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